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MODEL NUMBER
3232A1

PERFORMANCE SPECIFICATION

DOC NO.

PS3232A1

BIAXIAL ACCELEROMETER, IEPE

REV B,ECN 11337,07/1/14

PHYSICAL

Weight

Mounting Provision, integral bracket
Connector (Mighty Mouse), side exit

Material Body

PERFORMANCE

Sensitivity +/- 10% [1]

Range F.S. For + 5 Volts Output
Frequency Range, + 10%
Resonant Frequency, NOM
Equivalent Electrical Noise Floor
Linearity [2]

Transverse Sensitivity, Max.
Strain Sensitivity @250ue

ENVIROMENTAL

Maximum Vibration

Maximum Shock

Temperature Range

Seal

Coefficient Of Thermal Sensitivity

ELECTRICAL

Supply Current [3]
Compliance Voltage Range
Output Impedence TYP
Bias Voltage

Discharge Time Constant
Output Signal Polarity [4]
Electrical Isolation [5]

Type
Material

* BIAXIAL ACCELEROMETER
* INTERNALLY CASE ISOLATED
* HERMETICALLY SEALED

This family also includes:

Model

Sensitivity (mV/g)

Range (Gpeak)

Resolution (Grms)

Oper. Temp(°F) TC (sec)

3232A2 100

50

0.0005

-60 to +250 0.1-0.3

ENGLISH
1.58 oz 45
@.27 thru hole @.27 thru hole
3 PIN 3 PIN
304L CRES 304L CRES
10 mV/g 1.02
+ 500 g pk + 4905
.33 to 2500 Hz 3.3 to 2500
30000 Hz 30000
0.007 grms 0.07
+1% %F.S +1%
5% 5%
0.012 glue 0.12
+500 gpk +4900
+5000 gpk +49000
-60 to +250 °F -51 TO 121
Hermetic Hermetic
0.002 %I°F 0.002
21020 mA 21020
18 to +30 \ 18 to +30
100 Q 100
+9to +12 vDC +9to +12
08-2 sec 0.8to2
Positive Positive
10 GQ 10

grams

mV/ m/s*
m/s* pk
Hz

Hz
m/s“ rms

%F.S

m/s*/ue

m/s* pk
m/s? pk
°C

%I°C

mA
\
Q
VDC
sec

GQ

Please, refer to the performance specifications of the products in this family for detailed description.

Supplied Accessories:

1) Accredited calibration certificate (ISO 17025)

Notes:
[1] Measured at 100 Hz, 1 grams per ISA RP 37.2.
[2] Measured using zero-based best straight-line method, % of F.S. or any lesser range.
[3] Do not apply power to this device without current limiting, 20 mA MAX.
To do so will destroy the integral IC ampilifier.
[4] For acceleration axial with cable axis.
[5] Electrical ground isolated from sensor case.
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Units on the line drawing are in inches, units in brackets are in millimeters. Refer to 127-3232A1 for more information.
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